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Multi
Trailing Shoe
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Features of the Multi:

-  Hoses turn up to 180° to prevent remaining slurry leaking out during transport.

-  Optimal contact pressure of the Trailing Shoes on the ground.

-  Optimal level adjustment of the Trailing Shoes to the soil surface.

-  Easy folding mechanism along the vehicle in the transport position.

-  Solid construction in a professional design.

-  Light, total weight.

-  An easy installation is also possible without a linkage.

-  The folding mechanism is designed so that the hoses will not    

   be kinked in the transport position when being turned up.

-  Driving speed up to 20 km/h.

PRESSURE CORN GRASS FIELD

The combination of an integrated levelling system and 

individually spring-loaded Trailing Shoes provide an optimum 

adjustment to the most difficult terrain. The required pulling 

power remains low, despite the large working width. Two 

ExaCut distributors with integrated cutter and debris 

separator provides a precise distribution of the manure.

Special positioning of a massive articulated joint and optimal 

installation of the supply hose guarantees that the supply 

hose cannot kink. A section control (right / left) is available 

as an option.

Hydraulic suspension system

Multi 12 15 18 21 24

Working width 12 15 18 21 24 mtr

Transport width 2.95 2.95 2.95 2.95 2.95 mtr

Weight 1650 1750 1950 2250 2450 kg

Hose distance 25 25 25 25 25 cm

No. of outlets 48 60 72 84 96

Patent Pending



Farmer
Trailing Shoe
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PRESSURE CORN GRASS FIELD

Features of the Farmer:

- Very light, total weight.

- Cilinders with end cushioning.

- Cushioning for a high performance and durability.

- Preassembly of elec./hydr. valves.

- Automatic level adjustment.

- Optimal contact pressure of the Trailing Shoe.

- Prepared for 3-/4-Point Linkage.

- Easy to mount and to retrofit.

- Very suitable as an Umbilical system.

Type Farmer 12 15

Working width 12 15 mtr

Transport width 2.95 2.95 mtr

Transport height 3.40 3.40 mtr

Weight 1400 1500 kg

Hose distance 25 25 cm

No. of outlets 48 60

Patent Pending

In transport very compact due to the inward standing springs

Advantages:

Very light, stable and a centre of gravity that is close to the

slurry tanker. These important points make the Bomech Farmer

12 and Farmer 15 very suitable for retrofit.

NEW in the Trailing Shoe is the Automatic Level Adjustment in

working position.

It is possible to mount the Trailing Shoe directly onto

the tanker without a 3-/4-point linkage. This flexibility is a

guarantee for a quick and easy assembly of the Farmer series.

With the automatic level adjustment the Farmer 

reaches an optimal contact pressure. As known by 

Bomech the shoes will press with around 10 KG 

onto the ground.

Dimensions and designs mentioned are entirely without any obligation whatsoever and
are subject to alternations at any time without prior notice



Simflex
Trailing Shoe
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PRESSURE CORN GRASS FIELD

The combination of an integrated levelling system and 

individually spring-loaded Trailing Shoes provide an 

optimum adjustment to the most difficult terrain. The 

required pulling power remains low, despite the large 

working width. An ExaCut distributor with integrated cutter 

and debris separator provides a precise distribution of the 

manure. 

Working width Transport width Weight Hose distance No. of outlets

9 mtr 2.55 mtr 825 kg 22 cm 40

10.50 mtr 2.55 mtr 875 kg 22 cm 48

Patent Pending

Headland

Features of the Simflex:

-  Hoses turn up to 180° to prevent remaining slurry leaking out during transport.
-  Optimal contact pressure of the Trailing Shoes on the ground.
-  Optimal level adjustment of the Trailing Shoes to the soil surface. 
-  Easy folding mechanism along the vehicle in the transport position.
-  Solid construction in a professional design.
-  Light, total weight. 
-  An easy installation is also possible without a linkage.
-  The folding mechanism is designed so that the hoses will not be kinked in the
   transport position when being turned up. 
-  Driving speed up to 20 km/h. 

Simple Universal mounting

Advantages:

-  Light total weight.
-  No moving hoses.
-  Weight of the machine on the axles during
   transport!
-  Mounting with 3 – 4 point linkage or bolted on.
-  Integrated sprung suspension.
-  Integrated transportation locking system.
-  Suitable for tankers with diameter max. 2.00 mtr. 
-  Cylinder with braking system for high speed folding.
-  Hoses turn up to 180° to prevent remaining slurry   
   leaking out during transport. 

Transport

Dimensions and designs mentioned are entirely without any obligation whatsoever and
are subject to alternations at any time without prior notice



Flex
Trailing Shoe
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PRESSURE CORN GRASS FIELD

Features of the Flex:

-  Hoses turn up to 180° to prevent remaining slurry leaking out during transport. 

-  Depth and ground pressure are automatically adjusted.

-  Easy fold-up for transport.

-  Very simple but strong construction.

-  Light, total weight.

-  The Trailing Shoe can be mounted universally on all tanks. No special lifting

   device is necessary.

Flex 5.3 6.2 7.5 8.8

Working width 5.30 6.20 7.50 8.60 mtr

Transport width 2.55 2.55 2.55 2.95 mtr

Weight 460 540 620 680 kg

Hose distance 22 22 22 22 cm

No. of outlets 24 28 34 40

Patent Pending

Simple, compact and solid construction

The optimum method of fertilization 
for grassland, corn and arable land

The specially shaped hardened steel Trailing Shoes and special rubber boots comb 

the plants sideways and the slurry is brought directly to the ground underneath the 

leaves. Soiling of the leaves is avoided. That means, the cattle`s feed will improve 

and the fertilizer is absorbed by the plants in the best possible way. After slurry 

distribution, evaporation is minimised through plant covering.

Given the sprung suspension, the sliding shoes 

adjust to the ground in the best possible way. Only 

little tractive force is needed. The Trailing Shoe uses 

an ExaCut distributor with incorporated spring 

loaded self sharpening hardened knives. 

Any foreign materials such as stones etc. are 

collected within the stone trap which is fitted as 

standard.

Hoses turn up to 180° to prevent remaining slurry leaking out

Fitted with hardened steel Trailing 

Shoes and special rubber outlets to 

prevent and minimize blockages. 

Minimum surface damage occurs with 

the Trailing Shoe.
Easy mounting Remote control

Dimensions and designs mentioned are entirely without any obligation whatsoever and
are subject to alternations at any time without prior notice
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The Bomech Trailing Shoe is also available as an Umbilical system. The 

base of the Umbilical Trailing Shoe is the model Farmer with a working 

width of 12 or 15 meter. The Trailing Shoe is provided with a special 

attachment frame, so that the Trailing Shoe can be used as an 

Umbilical behind the tractor, or mounted onto a tanker.

The towing point of the Umbilical system is mounted just above the 

ground and near to the tractor. That means that the tractor stays 

maneuverable at all times. Because of a rotatable towing point it’s

easy to turn the Umbilical system on the headland. 

Transport

Advantages:

-  Compact transport position.

-  Perfect distribution even at extreme hillside locations.

-  Reduction in nitrogen losses.

-  Reduction of odours during and after the application.

-  Insensitive to wind effects. 

-  Reduce feed contamination.

-  Spreading operations are possible several times.

-  Increase of your yield. 

-  Option to combine with wide spreaders on this machine. 

Alpin
Dribble bar
Umbilical

CORN GRASS FIELD

Working 
width

Transport
width Weight Hose

distance
No. of 
outlets Hose size

9 m 2.95 m 570 kg 30 cm 30 Ø 40 mm

12 m 2.95 m 660 kg 30 cm 40 Ø 40 mm

3 point levelling system Hydraulic operated

Features of the Alpin:

- Very low maintenance due to few wearing parts.

- Three-point Cat. 2 is standard.

- Sturdy yet lightweight construction.

- Good hose guide.

- Impact protection as standard.

- ExaCut distributor with debris separator.

PRESSURE CORN GRASS FIELD

Farmer
Trailing Shoe

Umbilical

Features of the
Umbilical system:
-  Very low own weight for minimal soil compaction.
-  Optimal level adjustment.
-  Removable, attachment frame.
-  Trailing Shoe can be mounted onto a tanker as well.
-  Due to the special frame no forces on the Trailing Shoe.
-  Very high capacity: 100 to 200 m3/hour.

Working 
width

Transport
width Weight Hose

distance
No. of 
outlets

7.50 mtr 2.55 mtr 920 kg 22 cm 34

8.60 mtr 2.95 mtr 980 kg 22 cm 40

12 mtr 2.95 mtr 1750 kg 25 cm 48

15 mtr 2.95 mtr 1850 kg 25 cm 60

Patent Pending

Dimensions and designs mentioned are entirely without any obligation whatsoever and
are subject to alternations at any time without prior notice
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Features of the disc injector:

-  Very light total weight.

-  Light and solid design with low maintenance.

-  Optimal adjustment to the soil through individual suspended discs.       

-  Specific fertilization through special rubber outlets.

-  Track following discs even in u-turns.

-  High performance distributor with 50 mm outlets.

-  Integrated slurry leakage prevention system therefore no

   pollution during transportation.

-  Maintenance free, full covered and sealed bearings.

Wheel support

Features of self-propelled technic:

 - Working widths of 7.5 up to 24 meter.

 - All the Trailing Shoes fit Cat. 2 and 3.

 - Suitable for large and small amounts of slurry.

 - Retrofit onto every self-propelled machine.

 - Hydraulic suspension from 12 meter.

 - Special wishes and working widths on request.

Self-propelled

PRESSURE CORN GRASS FIELD

Working width Transport 
width

Max. tanker
diameter

Shoe
distance

7.50 mtr 2.55 mtr - 22 cm

8.60 mtr 2.95 mtr - 22 cm

12 - 24 mtr 2.95 mtr 2.25 mtr 25 cm

12 - 15 mtr 3.30 mtr 2.60 mtr 25 cm

12 - 15 mtr 3.50 mtr 2.80 mtr 25 cm

Patent Pending

Disc injector

GRASS

Slurry leakage preventing system

With this technique the fertilizer is absorbed by the plants in the 

best possible way.  

Soiling of the leaves is avoided. That means, the cattle`s feed will 

improve and after slurry distribution, evaporation is minimised 

through plant covering. 

Working 
width

Transport 
width Weight Disc

distance No. of discs

6.40 mtr 2.80 mtr 1050 kg 20 cm 32

7.20 mtr 2.80 mtr 1150 kg 20 cm 36

Dimensions and designs mentioned are entirely without any obligation whatsoever and
are subject to alternations at any time without prior notice
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Production

Assembly workshop



Dealer:


